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BAND (TYP.) 
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LOCK WASHER 
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1" (IN) DIAM. HEAVY ~ 
HEX BOLT (TYP.) I 

ELBOW 
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LUMINAIRE POLE 

0 POLE BASE PLATE 
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·----... 10 3/4" (IN) O.D. X 0.365 WALL-
·----.:\_ WELDED ELBOW (ASTM A234 GR. WPB) 

·-. ·------ 5/16" (IN) X 1/2" (IN) 
·- () FLAT HEAD MACHINE 

·-. SCREW (TYP.) 

FABREEKA PAD 

0 SEE CONTRACT PLAN FOR SLOPE 
OF PARAPET FACE. 

0 SEE STANDARD PLAN J-28.50 FOR 
POLE BASE PLATE REQUIREMENTS. 

1.00 - 8 UNC x 8" (IN) LONG BOLT THREADED FULL LENGTH 
(ASTM A325 OR F1554 GR. 105) WITH TWO HEAVY HEX NUTS, 
TWO PLATE WASHERS, AND A ROUND WASHER (TYP.) 
(GALVANIZED AASHTO M 232) 

3/16" (IN) THICK PREFORMED 
"FABREEKA" FABRIC PAD WITH 5" (IN) 
DIAM. HOLE - CEMENT TO FLANGE 
PLATE AND TRIM OUTSIDE EDGE 
FLUSH 

5" (IN) DIAM. HOLE 

1'- 3" 

5" 

(TYP.) 

VIEW0 

NOTES 

1. Galvanize the Elbow Assembly after fabrication according to 
AASHTO M 111. 

2. See Standard Plan J-28.50 for Pole Base and Hand Hole details. 

3. The presence of pedestrian railing shall be verified prior to light 
standard fabrication. When pedestrian railing is present or to be 
installed, locate hand hole as detailed in the Bridge Pedestrian 
Barrier details. 
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120" (TYP.) 

1 1/4" (IN) DIAM. 
HOLE (TYP.) 

3 

3 1/2" (IN) X 3/16" (IN) 
(17" (IN) MIN. LONG) 

THICK STEEL 
BAND (TYP.) -

BEND TO FIT 

1 5/8" (IN) PLATE 
(ASTM A36) 

9" .. 

-----1 ,,, 
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SECTION 0 

5" (IN) DIAM. 
ACCESS HOLE 

1'- 3" DIAM. 
\~ BOLT CIRCLE 

1 5/8" (IN) PLATE 
(ASTM A36) 

5/16" (IN) X 1/2" (IN) 
FLAT HEAD MACHINE 
SCREW W/ LOCK 
WASHER (TYP.) 
(STAINLESS STEEL) 

TAP FOR BOLT (TYP.) 

EXPLODED ISOMETRIC VIEW ~ THE FACE SHALL BE PLANE AFTER FABRICATION, 
TO PROVIDE A SEAL BETWEEN THE BARRIER AND 
THE ELBOW. 

LUMINAIRE POLE 

ELBOW- SEE DETAIL 

1" (IN) CONDUIT- SEE 
BRIDGE PLANS 

1" (IN) DIAM. H. S. BOLT 
W/ HARDENED LOCK WASHER 

AND NUT (TYP.) (ASTM A325 OR 
F1554 GR. 105) 

SEE BRIDGE PLANS FOR 
LUMINAIRE ANCHORAGE DETAIL 

HAND HOLE (SEE NOTE 3) 

PEDESTRIAN 
RAILING 
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BRIDGE PEDESTRIAN BARRIER 

STEEL LIGHT STANDARD ELBOW DETAIL 
FOR LUMINAIRE POLES WITH SINGLE MAST ARM 12'- 0" OR LESS AND 

DOUBLE MAST ARMS 8'- 0" OR LESS, MOUNTED ON BRIDGE OR RETAINING WALLS. 

LUMINAIRE POLE 

ELBOW- SEE DETAIL 

1" (IN) CONDUIT- SEE 
BRIDGE PLANS 

1" (IN) DIAM. H. S. BOLT W/ HARDENED 
LOCK WASHER AND NUT (TYP.) 
(ASTM A325 OR F1554 GR. 105) 

SEE BRIDGE PLANS FOR LUMINAIRE 
ANCHORAGE DETAIL 

HAND HOLE 
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LUMINAIRE POLE 

ELBOW- SEE DETAIL 

1" (IN) CONDUIT- SEE 
BRIDGE PLANS 

1" (IN) DIAM. H. S. BOLT W/ HARDENED 
LOCK WASHER AND NUT (TYP.) 
(ASTM A325 OR F1554 BR. 105) 

SEE BRIDGE PLANS FOR LUMINAIRE 
ANCHORAGE DETAIL 

WHEN TRAFFIC BARRIER HEIGHT IS 42" (IN), MAINTAIN APPROX. 
HEIGHT FROM TOP OF BARRIER TO HAND HOLE SHOWN. 

HAND HOLE 
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SINGLE-SLOPE BRIDGE TRAFFIC BARRIER F-SHAPE BRIDGE TRAFFIC BARRIER 

TYPICAL SECTIONS 

STEEL LIGHT STANDARD 
ELBOW MOUNTING ON 

BRIDGE & RETAINING WALL 
STANDARD PLAN J-28.45-02 
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